pH51 Waterproof pH Tester

OGROSANT

Instrumentos de medicién

pH51 Waterproof pH Tester with replaceahle electrode

These instruments are designed far all applications. ts' IPGS
Waterproof casing and double junction (for pH) replaceable
electrode make them suitahle also for heawy duty applications,
such as Waste Water treatment and Agriculture. The modular
design allows easy electrode and battery replacement.

AllWWaterprooftesters are supplied in a leather casing complete
with  calibration solution, hatteries, instruction manual and
screwdriver for calibration.

The pHS1 iz a waterproof pH tester with 2 points manual
calibration, £0.1 pH accuracy and a range of 0.0 to 14.0 pH.

Replaceable pH electrode

Replace the alectrode in a fast and simple way wourself!
Just unscrew the plastic fng on the top of the electrode and
replace the electrode with 3@ new one.
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SPECIFICATIONS

Range 0.0to 14.0 pH

Rezoluation 0.1 pH

Bocuracy H1.1pH

Typical EMC Deviation H1.1 pH

Calibration manual, gt 2 paoints through timmers
pH Electrode M7 3600 (replaceable)
Enwvironmment O to §0°C; max FH 100%

Eattery Type 3 a 1.5 (ncluded)

Ezttery Life hiare than 1500 hours of continuous use
Dirnensions 165 x 30 = 30 mm

e gt a0 g

MAF2E00
M10004E

M10007 E

M10010E

MBA0E
M10000E

ORDERING INFORMATION

pHS1 is supplied in @ carton box complete with calibration solution,
batteries, instruction manual and screwdriver for calibration.

Calibration, hintenance & Cleaning Solutions
Chooze from our wide selection of calibration,
maintenance and cleaning salotions.

ACCESSORIES

Feplaceable pH alectrode

pH 4.01 buffer solation 20 ml

=sachet (25 pos)

pH 7.01 buffer solution 20 ml

zachet (25 pos)

pH 10.01 buffer salution 20 ml

=achet (25 pcs)

Bectrode cleaning solution, 230 mi
Bectrode rinse solution, 20 ml (25 pos)

E-mail: ventas@instrumentosdemedicion.pe
www.instrumentosdemedicion.pe



